






 Display System

Digital Broadcasting Application
● 300k pixel camera with integrated gender and age recognition 

software to introduce suitable products to customers/users
● Bluetooth connection Bluetooth enabled speakers to extend the 

voice applications to attract the people's attention
● Portrait mode configuration displays more content

AFOLUX PPC series is compatible with 802.11b, 802.11g, and 
802.11n wireless standards. Operating at 5 GHz or 2.4 GHz 
frequency at data rates of up to 540 Mbps, you can now connect the 
PPC to existing high-speed networks that use multiple access points 
within large or small environments.

High Speed WiFi 802.11 Networking

Wireless Bluetooth connection to 
BT enabled speakers to extend 
the voice applications

802.11 a ~35m

802.11 b/g ~38m

802.11 n ~70m

Wireless Access Point

Crawler / Banner

Content

300K pixel Camera 
up to VGA resolution 

(640 x 480)

Up to 802.11N

Wireless connection allows you to change media contents and 
provide customized information on a real-time basis. 

Wireless Technology Comparison Table

802.11a 802.11b 802.11g 802.11n

Data Rate 
(Mbps) 54 11 54 540

Range 
(Radius 
Indoor)

35 Meters 38 Meters 38 Meters 70 Meters

Range 
(Radius 

Outdoor) 120 Meters 140 Meters 140 Meters 250 Meters

Radio 
Frequency 5.15 GHz to 

5.85 GHz
2.4 GHz to 
2.5 GHz 

2.4 GHz to 
2.5 GHz 

2.4 GHz or 
5.0 GHz

 Application

Dimensions (Unit: mm)
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