


Single board computer / Industrial motherboard

DC to DC power module on board 
support single voltage 12V DC input

● Open frame and fanless ready thermal design
● Socket P Intel® Core™2 Duo processor with 800/667/533 MHz FSB
● Support dual-channel DDR2 533/667 MHz up to 4 GB
● Single voltage 12V DC input with onboard DC power module
● Support dual VGA, TV display output
● Integrated Intel® GMA X3100 high performance Graphic Core

 Features

Open Frame Thermal Solution Module

 Open Frame and Fanless ready
IEI unique design, the heatsink 
housing is included in the 
standard packing list.

 Flexible thermal solutions  
Highly compatible heat sink design provides users flexibility to 
customize thermal solution or chassis for different  environments.

 Flexible Mounting
The KINO-9653 mounting holes compliant with the VESA mounting standard (75 mm x 
75 mm / 100 mm x 100 mm) on the bottom of enclosure for standard mounting and other 
mounting methods.

 DC power module on board
KINO-9653 integrated DC to DC power module on board supports single voltage 
12V DC input. No extra DC power board needed for entire system integration.

 Flat I/O interface design

KINO-9653 spread major heat though heat sink 
to the whole enclosure and chassis. The entire 
system case can help to spread out heat. Heat 

Conduction

Flexibility screw mounting 
holes for all directional thermal 
solutions.

Both side have mounting 
holes for system side 
mount and drawer design.

VESA100 mounting hole

VESA75 mounting hole

Option 1
AC in by power adapter
90VAC~264VAC;12V;96W Power Adaptor
63000-FSP096AHB-RS

Option 2
DC in by terminal block
One 4-pin(2x2) to one 4-pin(1x4) DC power cable with terminal block
32100-192900-RS

DC onboard

● Power interface: 
12V DC power jack input 
or terminal block input

● VGA+TV or VGA+VGA 
with dual-display output

● CompactFlash slot 
opening on the side of 
chassis

● User friendly 
reset bottom design 
on the rear side

● SATA with 5V 
DC power output

30mm

General embedded system
Motherboard + DC power 
module

● Complaint with 
1U chassis height
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