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Packing List

Socket type CPU 

For performance-
oriented users, 
socket type allows 
customers to easily 
upgrade processors 
from Pentium® M 
1.1GHz to 2.1GHz.

With low power 
consumption, 
BGA type 
enhances thermal 
performance and 
system stabilities 
significantly.

BGA type  CPU

Options

Dimensions (Unit: mm)

Power Switch
AudioPS/2

GbE
VGA

3 x COM

9~36V DC input 
(optional)

12VDC input4 x USB

Description  Part Number  Amount  
CD-ROM Installation Kit  19B00-000032-RS  1
Power Cord  32000-000002-RS  1
PS/2 Cable  32000-000138-RS  1
Jumper Pack  33100-000033-RS  1

Power Adapter (For GS Model Only) 63000-FSP0601AD101C746-RS - 60W  
63000-FSP0841ADC11118-RS  - 84W 1

Screw Kit  19600-000205-RS 1
HDD IDE Cable  32000-076800-RS (PPC-3708GHS/8522) 1
Panel Mounting Kit  PK-084M 4
Wall Mounting Kit  WK-190MS-R10 1
User Manual & Driver CD  1
Touch Screen Driver CD / Touch Pen  
( For T-R model only)  1

Intel® 
852GM 
Platform

PPC-3708GHMS-R11/8522-1GZ/T-R/512MB 8.4” 400 cd/m² SVGA TFT Panel PC with NANO-8522,CPU Celeron M 1.0GHz zero cache,Silver Color,512MB DDR 400MHz,9~36V DC 
Input and Touch Screen,RoHS

PPC-3708GHS-R11/8522-1GZ/T-R/512MB 8.4” 400 cd/m² SVGA TFT Panel PC with NANO-8522,CPU Celeron M 1.0GHz zero cache,Silver Color,512MB RAM and Touch 
Screen,RoHS

PPC-3708GHMS-R11/8522-CM370/T-R/512MB 8.4” 400 cd/m² SVGA TFT Panel PC with NANO-8522,CPU Celeron M 1.5GHz,Silver Color,512MB DDR 400MHz,9~36V DC Input and 
Touch Screen,RoHS

PPC-3708GHS-R11/8522-CM370/T-R/512MB 8.4” 400 cd/m² SVGA TFT Panel PC with NANO-8522,CPU Celeron M 1.5GHz,Silver Color,512MB RAM and Touch Screen,RoHS

Intel® 
945GM 
Platform

PPC-3708GHS/NANO-9452-CM440/T-R/1GB 8.4” 400 cd/m² SVGA TFT Panel PC with NANO-9452,CPU Celeron M 1.86Ghz,Silver color and Touch screen,w/1GB DDR2 RAM,RoHS

PPC-3708GHS/NANO-9452-CM440/WT-R/1GB 8.4” 400 cd/m² SVGA TFT Panel PC with NANO-9452,CPU Celeron M 1.86Ghz,Silver color and Touch screen,802.11b/g,w/1GB DDR2 
RAM,RoHS

PPC-3708GHS/NANO-9452-T2300E/T-R/1GB 8.4” 400 cd/m²; SVGA TFT Panel PC with NANO-9452,CPU Celeron M 1.66Ghz,Silver color and Touch screen,w/1GB DDR2 RAM,RoHS

PPC-3708GHS/NANO-9452-T2300E/WT-R/1GB 8.4” 400 cd/m²; SVGA TFT Panel PC with NANO-9452,CPU Celeron M 1.66Ghz,Silver color and Touch screen,802.11b/g,w/1GB DDR2 
RAM,RoHS

Intel® 
Atom™ 
Platform

PPC-3708A/NANO-N270/T-R/1GB-R10 8.4” 400 cd/m² SVGA Panel PC with Intel® Atom™ N270 1.6GHz/ 512KB L2 cache processor,1GB DDR2 RAM and touch screen,12VDC iput

PPC-3708A/NANO-N270/WT-R/1GB-R10 8.4” 400 cd/m² SVGA Panel PC with Intel® Atom™ N270 1.6GHz/ 512KB L2 cache processor,1GB DDR2 RAM and touch screen,built-in 
802.11 b/g wireless with one PCIe mini expansion slot,12VDC iput 

Ordering Information

 Panel Mounting Kit  PK-084M
 Wall Mounting Kit  WK-190MS-R10
 Rack mount kits  RK-084MS-R10  
 LCD Monitor Arm  ARM-11-RS  
 LCD Monitor Stand STAND-100-RS
 Din Mounting Kits  DK-084MS  
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Intel 945GSE
Atom N270 1.60GHz /

533MHz
512K/L2 Cache

Intel 852GM
Celeron M 1.00GHz /

400MHz
0K/L2 Cache

Intel 910GMLE
Celeron M 1.00GHz /

400MHz
0K/L2 Cache

Intel 945GME
Celeron M 423 1.06GHz

/533MHz
1M/L2 Cache

3DMark
Idle

0.63

0.74

0.92
1

0.71 0.79 0.73

1

Power
saving

over 30% 

Power
saving

over 30% 

Watt

CPU/Chipset

Power Consumption

● Inte® Atom™ Power Efficiency
New Microarchitecture design for Intel® Atom™ CPU 
reduces 50% power consumption.

2 x RS-232
1 x RS232/422/485

2 x LAN
2 x USB 2.0

1 x Line-in
1 x Line-out
1 x Mic-in

1 x VGA

1 x CF Slot 1 x PS/2

12V DC Input

Power Switch

IEI always close to customer’s needs through offering multiple choices.

Different Type for Different User

PPC-3708GHS/8522

PPC-3708A, PPC-3708GHS/9452
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