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Service

2 x RS-232
1 x R8232/422/485

SJSL'Z‘ge The PPC 37 series are equipped with a high speed wireless module
that enables larger data transmission in real time. The wireless LAN
facilitates applications that require data transmission over large

distances, such as in a large warehouse.
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I PaCKi ng LiSt Rack Mount (Optional)

Description Part Number Amount
o CD-ROM Installation Kit 19B00-000032-RS 1
- Power Cord 32000-000002-RS 1 P

PS/2 Cable 32000-000138-RS 1 - .-_ Stond/ Arm

Jumeperfack 33100,000033.RS d \_ Wall Mount (Standard) Panel Mount (Standard) (Optional) )

Power Adapter (For GS Model Only)  63000-FSP0601AD101C746-RS - 60W 1 N /

63000-FSP0841ADC11118-RS - 84W

Screw Kit 19600-000205-RS 1 I 0pti°n S

HDD IDE Cable 32000-076800-RS (PPC-3710GHS/8522) 1

Panel Mounting Kit PK-104M (PPC-3710GHS/8522) 1 Panel Mounting Kit PK-104M

Wall Mounting Kit WK-190MS-R10 1 Wall Mounting Kit WK-190MS-R10

User Manual & Driver CD 1 Rack mount kits RK-104MS-R10

Touch Screen Driver CD / Touch Pen 1 LCD Monitor Arm ARM-11-RS

(For T-R model only)

B Ordering Information

PPC-3710GHMS/8522-1GZ/T-R/512MB

Intel®
852GM
Platform

PPC-3710GHS/8522-1GZ/T-R/512MB

PPC-3710GHMS/8522-CM370/T-R/512MB

PPC-3710GHS/8522-CM370/T-R/512MB

PPC-3710GHS/NAN0O-9452-CM440/T-R/1GB

Intel®
945GM
Platform

PPC-3710GHS/NANO-9452-T2300E/WT-R/1GB

Intel®
Atom™
Platform

PPC-3710GHS/NANO-9452-CM440/WT-R/1GB

PPC-3710GHS/NANO-9452-T2300E/T-R/1GB

PPC-3710A/NANO-N270/T-R/1GB-R10

PPC-3710A/NANO-N270/WT-R/1GB-R10

LCD Monitor Stand STAND-100-RS

10.4” 400 cd/m? SVGA TFT Panel PC with NANO-8522,CPU Celeron M 1.0GHz zero cache,Silver Color,512MB DDR RAM,9~36V DC Input
and Touch Screen,RoHS

10.4” 400 cd/m? SVGA TFT Panel PC with NANO-8522,CPU Celeron M 1.0GHz zero cache,Silver Color,512MB DDR RAM and Touch
Screen,RoHS

10.4” 400 cd/m2 SVGA TFT Panel PC with NANO-8522,CPU Celeron M 1.5GHz,Silver Color,512MB DDR RAM,9~36V DC Input and Touch
Screen,RoHS

10.4” 400 cd/m? SVGA TFT Panel PC with NANO-8522,CPU Celeron M 1.5GHz,Silver Color,512MB DDR RAM and Touch Screen,RoHS

10.4” 400 cd/m? SVGA TFT Panel PC with NANO-9452,1.86 GHz Intel® Celeron® M CPU,Silver color and Touch screen,w/ 1GB DDR2
RAM,RoHS

10.4” 400 cd/m? SVGA TFT Panel PC with NANO-9452,1.86 GHz Intel® Celeron® M CPU,Silver color and Touch screen,802.11b/g,w/ 1GB
DDR2 RAM,RoHS

10.4" 400 cd/m?; SVGA TFT Panel PC with NANO-9452,1.66 GHz Intel® Celeron® M CPU,Silver color and Touch screen,w/ 1GB DDR2
RAM,RoHS

10.4” 400 cd/m? SVGA TFT Panel PC with NANO-9452,1.66 GHz Intel® Celeron® M CPU,Silver color and Touch screen,802.11b/g,w/ 1GB
DDR2 RAM,RoHS

10.4" 400 cd/m? SVGA Panel PC with Intel Atom N270 1.6GHz/ 512KB L2 cache processor,1GB DDR2 RAM and touch screen,12VDC input

10.4" 400 cd/m2 SVGA Panel PC with Intel Atom N270 1.6GHz/ 512KB L2 cache processor,1GB DDR2 RAM and touch screen,built-in
802.11 b/g wireless with one PCle mini expansion slot,12VDC iput




