








Embedded System

Item VWBOX-E122/E133 VWBOX-114 VWBOX-122A/133A
Video Wall Box 1 1 1
12VDC Power Adapter  (P/N:63000-UP0251E12PL59-RS) 1 1 1
Power Cord 1 1 1
IR Remote Control 1 N/A 1
RS-232 Cable 1 N/A N/A
DVI Cable (1.8m) 1 1 1
Utility CD with User Manual 1 1 1
Mounting Bracket 1 set 1 set 1 set
Screw Kit 1 set 1 set 1 set

Packing List

Part No. Description
VWBOX-E122/DVI-R10 Up to 1920 x 1200 high resolution input video wall controller, 1 Single-link DVI input, 4 Single-link DVI output (2 x 2), RoHS
VWBOX-E133-R10 Up to 1920 x 1200 high resolution input video wall controller, 1 Single-link DVI input, 9 Single-link DVI output (3 x 3), RoHS
VWBOX-114-R10 Up to 4096 x 768 ultra high resolution input video wall controller, 1 Dual-link DVI input, 4 Single-link DVI output (4 x 1), RoHS
VWBOX-122A-R10 Up to 3840 x 2400 ultra high resolution input video wall controller, 1 Dual-link DVI input, 4 Single-link DVI output (2 x 2), RoHS
VWBOX-133A-R10 Up to 3072 x 2304 ultra high resolution input video wall controller, 1 Dual-link DVI input, 9 Single-link DVI output (3 x 3), RoHS

Ordering Information

Specifications
Scaling Ultra-high ResolutionScaling
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VWBOX-E122-R10 VWBOX-E133-R10 VWBOX-114-R10

Dimensions (W x D x H) 47 x 178.2 x 229.5 mm 47 x 188 x 295 cm 47 x 120.7 x 229.5 mm

Cooling Fanless Fanless Fanless

Front Panel
LED Light 6 x LED (1x Input, 4x Output, 1x Power) 11 x LED (1x Input, 9x Output, 1x 

Power) 6 x LED (1x Input, 4x Output, 1x Power)

Keypad 6 Keys 6 Keys 6 Keys
IR Receiver Yes Yes N/A

Rear Panel

Input 1 x DVI single-link Input
(Support VGA Input) 1 x DVI single-link Input 1 x DVI dual-link Input

Output 4 x DVI single-link Output 9 x DVI single-link Output 4 x DVI single-link Output
Power 
Switch N/A Yes 1 x Power (in) with lock

RS-232 1 x RS-232 1 x RS-232 N/A
Digital I/O 8 sets N/A N/A
Syn In N/A N/A 1 x Syn In
Syn Out N/A N/A 1 x Syn Out

Resolution

Clone, Full, Vertical Replication Mode Clone, Full Mode Full Mode (4x 1)

Input Output Input Output Input Output
(per display)

Output Vertical 
Frequency (Hz)

Output Horizontal 
Frequency (kHz)

800x 600

1024x 768

1152x 864

1280x 768

1280x 960

1280x 1024

1600x 1200

1680x 1050

1920x 1200

1024 x 768

1360 x 768

1280 x 1024

1400 x 1050

1680 x 1050

1600 x 1200

1920 x 1200

800x 600

1024x 768

1152x 864

1280x 768

1280x 960

1280x 1024

1600x 1200

1680x 1050

1920x 1200

1024 x 768

1360 x 768

1280 x 1024

1400 x 1050

1680 x 1050

1600 x 1200

1920 x 1200

3392x480 848x480 60 31.02
3200x600 800x600 60 37.08
3840x600 960x600 60 36
4092x768 1024x768 51 48.36

Full Mode (3 x 1)

Input Output
(per display)

Output Vertical 
Frequency (Hz)

Output Horizontal 
Frequency (kHz)

2544x480 848x480 60 31.02
2400x600 800x600 60 37.08
2880x600 960x600 60 36
3072x768 1024x768 51 48.36

Power Consumption 20W 25W 10W

Power Supply
Connector DC Power Jack DC Power Jack DC Power Jack
Input 90VAC to 264VAC/47Hz to 63Hz 90VAC to 264VAC/47Hz to 63Hz 90VAC to 264VAC/47Hz to 63Hz
Output 12V DC 12V DC 12V DC

OSD Function
1. Power On/Off

2. Output resolution selection
3. GeniMask bezel masking control

1. Power On/Off
2. Output resolution selection

3. GeniMask bezel masking control

1. Power On/Off
2. Output resolution selection

3. GeniMask bezel masking control

Temperature 0°C ~ 40°C 0°C ~ 40°C 0°C ~ 40°C

Safety and Emission CE, FCC, and CCC CE, FCC, and CCC CE, FCC, and CCC



Embedded System

VWBOX-122A-R10 VWBOX-133A-R10
Dimensions (W x D x H) 47 x 178.2 x 229.5 mm 47 x 188 x 295 mm

Cooling Fanless Fanless

Front Panel
LED Light 6 x LED (1x Input, 4x Output, 1x Power) 11 x LED (1x Input, 9x Output, 1 x Power)
Keypad 6 Keys 6 Keys
IR Receiver Yes Yes

Rear Panel

Input 1 x DVI dual-link Input 1 x DVI dual-link Input
Output 4 x DVI single-link Output 9 x DVI single-link Output
Power 
Switch 1 x Power (in) with lock 1 x Power (in) with lock

RS-232 1 x RS-232 1 x RS-232
Digital I/O N/A N/A
Syn In 1 x Syn In 1 x Syn In
Syn Out 1 x Syn Out 1 x Syn Out

Resolution

Clone Mode (1 x 1) Full Mode (3 x 2)

Input Output
(per display)

Output Vertical 
Frequency (Hz)

Output Horizontal 
Frequency (kHz) Input Output

(per display)
Output Vertical 
Frequency (Hz)

Output Horizontal 
Frequency (kHz)

1024x768 1024x768 60 48.36 2048x2304 1024x768 60 48.36
Vertical Replication Mode (2 x 1) 2560x2400 1280x800 58 48.2

Input Output
(per display)

Output Vertical 
Frequency (Hz)

Output Horizontal 
Frequency (kHz) 2560x3072 1280x1024 60 63.98

2560x1024 1280x1024 60 63.98 2720x2304 1360x768 57 45.32
3840x1080 1920x1080 50 56.25 Full Mode (2 x 3)

3840x1200 1920x1200 50 61.75 Input Output
(per display)

Output Vertical 
Frequency (Hz)

Output Horizontal 
Frequency (kHz)

Full Mode (2 x 2) 3072x1536 1024x768 60 48.36

Input Output
(per display)

Output Vertical 
Frequency (Hz)

Output Horizontal 
Frequency (kHz) 3840x1600 1280x800 58 48.2

2048x1536 1024x768 60 48.36 3840x2048 1280x1024 60 63.98
2560x2048 1280x1024 60 63.98 4080x1536 1360x768 57 45.32
2560x1440 1280x720 66 49.37 Full Mode (3 x 3)

2560x1600 1280x800 58 48.2 Input Output
(per display)

Output Vertical 
Frequency (Hz)

Output Horizontal 
Frequency (kHz)

2720x1536 1360x768 57 45.32 3072x2304 1024x768 60 48.36
3840x2880 1920x1440 40 60 3840x2160 1280x720 66 49.37
3840x2160 1920x1080 50 56.25 3840x2400 1280x800 58 48.2
3840x2400 1920x1200 50 61.75 3840x3072 1280x1024 60 63.98

4080x2304 1360x768 57 45.32

Power Consumption 10W 17W

Power Supply
Connector DC Power Jack DC Power Jack
Input 90VAC to 264VAC/47Hz to 63Hz 90VAC to 264VAC/47Hz to 63Hz
Output 12V DC 12V DC

OSD Function

1. Power On/Off
2. Output resolution selection

3. GeniMask bezel masking control
4. Output Sync On/Off

1. Power On/Off
2. Output resolution selection

3. GeniMask bezel masking control
4. Output Sync On/Off

Temperature 0°C ~ 40°C 0°C ~ 40°C

Safety and Emission CE, FCC, and CCC CE, FCC, and CCC

Item VWBOX-E122/E133 VWBOX-114 VWBOX-122A/133A

32000-115700-RS: Dual-link DVI Cable 1.8M - √ √

32000-116000-RS: Single-link DVI Cable 1.8M √ √ √

32000-115800-RS: Dual-link DVI Cable 5M - √ √

32000-114100-RS: Single-link DVI Cable 5M √ √ √

32000-115900-RS: Dual-link DVI Cable 10M - √ √

32000-114101-RS: Single-link DVI Cable 10M - √ √

33Z01-000012-RS: DVI (Female) to HDMI (Male) Converter √ √ √

32000-000098-RS: RS-232 Cable √ √ √

Options

Ultra-high Resolution Ultra-high Resolution
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